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WIFI Config(English) 

Please update your demo, the version shown in the following picture is only for demonstration. 

 

1. Preliminary: 

1. A Windows computer with Wi-Fi function; 

2. The reader demo is required on the computer; 

3. Install the Wi-Fi antenna on the reader and plug it into the power supply; 

 

2. Reset reader Wi-Fi parameters: 

Press and hold the reset button on the card reader for more than 5 seconds, and then release it. 

 

 

3. The computer Wi-Fi is connected to the reader Wi-Fi. The name of Wi-Fi is "AD-WIFI_ xxxx". 

Note: wait 30 seconds after resetting WiFi to search; 



 

 

4. Open the demo program, select NET INTERFACE, and click Broadcast; 



 



 

5. Click Broadcast, wait for the device to appear, and then double-click the selected item; 

 

 

6. Click the get parameter button and wait for the pop-up window; 

 



 

  

  

  

 

7.1.

7. Set the parameters according to your needs;

 Connect the card reader to the router
7.1.1. If using a dynamic IP address, which is assigned by the router; set the card reader mode to S

TA;1

 

 Set the SSID, key, encryption method, and encryption algorithm in the STA settings to match your router's settings;

 

 Change the address allocation method in the STA settings to DHCP;



 

 

  

 

7.1.2.To use a static IP, set the card reader mode to STA;

 

 Set the SSID, key, encryption method, and encryption algorithm in the STA settings to match your router;



 

 

 

 

Change the IP address allocation method in the STA settings to static; The IP address, IP subnet mask, and IP 
gateway settings depend on the network you are connecting to; (please consult your network engineer).

 



 

 

  

 

7.2. The card reader acts as an access point (AP); (AP means the card reader acts as a router, and other devices can 
connect to the card reader's network)

Set the card reader mode to AP;

 

 Make appropriate changes to the card reader AP settings;

 


